WSP-109

Carriage Capacity Ft3

1.4

5

8

Carriage Capacity Inches
(mm)
(WxDxH)

10.5" x 6.125" x 6"

(266mm x 155mm x 152mm)

14" x 14" x 12"

(355mm x 355mm x 317.5mm)

15" x 15" x 15"

381mm x 381 mm x 381mm

20" x 18" x 24"

508mm x 457mm x 610mm

25" x 25" x 23"

635mm x 635mm x 584mm

Exterior Dimensions Inches
(mm)
(WxDxH)

63"x 22" x 41"/32"

(1600mm x 1041 mm x 558mm)

Height with cart adds

55"x 46" x 91'/114.5"

(1397mm x 1169mm x 2312mm)

Height with traveling port fully

74" x 102" x 67"/87"

(1880mm x 2591mm x 1702mm)

Height with traveling port fully

83" x 107" x 73"/93"

(2108mm x 2718mm x 1854mm)

Height with traveling port fully

84" x 112" x 80"/102"

(2134mm x 2845mm x 2032mm)

Height with traveling port fully

32”7 /813mm extended is 114.5"/ 2908 mm extended is 87"/ 2210mm extended is 93"/ 2362mm extended is 102"/ 2591 mm
Refrigeration (HP) Y%+ Y% + LN2 LN2 Only 2 7.5 2 7.5 2 7.5 15
Hot Zone/ Cold Zone
Heat (kW) 2.5/0.5 16/4 18/6 21/6 21/6
Power 208V - 230V 1PH 60HZ 208V - 230V 1PH 60HZ 208V - 230V 3PH 60HZ or 480V 3PH 60HZ

Estimated Recommended

225A (208 - 230V 3PH 60H2Z) or

225A (208 - 230V 3PH 60H2Z) or

350A (208 - 230V 3PH 60HZ) or

Operating Temperature
Range

-68°C to 200°C

Cold Chamber

-75°C to 200°C

Hot Chamber

OCP 30 125
100A (460V 3PH 60HZ) 100A (460V 3PH 60HZ) 150A (460V 3PH 60HZ)
164A (208 - 230V 3PH 60HZ) or | 164A (208 - 230V 3PH 60HZ) or | 257A (208 - 230V 3PH 60HZ) or
Estimated Full Load Amps 24 100
78A (460V 3PH 60HZ) 78A (460V 3PH 60HZ) 116A (460V 3PH 60HZ)
Cooling Type Air Cooled N/A Cascade Water Cooled, Optional Remote Air Cooled Available
Air Circulation Vertical Down Horizontal Compound Horizontal with Adjustable Duct Walls
Product Load (Ibs) 3 30 200* 200~ 200*
Approx Unit Weight (Ibs) 900 1750 4700 5200 6200

-73°C to +200°C

Operating Temperature
Range

+40°C to +200°C

+85°C to +215°C

Above ambient to +200°C

Maximum Temperature

+200°C

+215°C

+200°C




