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TC Series Cycling Test Chamber

Tenney has brought back the widely popular “Tenney Classic” series of reach in chambers. The “TC” series chambers have many of
the same design characteristics of our more advanced C-EVO product line. These include a high volume horizontal-down type air
circulation system with an electric heating system, and a mechanical refrigeration system. Some models are also equipped with a
vapor injection type humidification system to condition the product with relative humidity. A diverse selection of additional options
can also be employed to this chamber to enhance conditioning. When the MachinePulse Performance Monitoring system is paired
with the Watlow FAT Controller, total process control and monitoring is backed by intelligent design: US Patent US 12,467,797 B2.

» Features

e Watlow FAT controller

e Ethernet communications

e USB Port

e Two 3" cable ports

e Semi-Hermetic reciprocating compressors:
-2HP or 3HP available

e Data logging and Graphical trend chart for
Watlow FAT controller

e Thermal expansion valves

e Chamber vent port

e Solid state humidity sensor

e Platinum RTD temperature sensor

e Heavy-duty leveling casters

e Nichrome wire air heater

e Solid-state pressure switches

e Backup safety thermal cutoff

Thermal Product Solutions

Tenney Environmental is a brand of Thermal Product Solutions, LLC.

» Options

RS 232 or RS485 communications

7 gallon water reservoir*

Recirculating system for humidity water*

Water demineralizer*

External dryer for obtaining humidity levels as low as 5%*
Additional ports

Viewing window

Interior lighting

Shelving, adjustable and removable

Automatic CO2 or LN2 cooling boost system

Boost heating system

GN2 purge system

Recording instruments

TempGuard V Over-temperature Protection

NIST Calibration

Tenney Environmental offers calibration services accredited to the
ISO 17025 standard

Additional engineered to order custom configurations available
Humidity Model Only
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*These pictures may show changes, options, and features that are not
included on your unit. These pictures are for reference only.
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Singe Stage (S = Single Stage Type Refrigeration with Temp Only, RS = Single Stage Refrigeration with Temp & Humidity) Models

Tenney TC Series Temperature / Humidity Test Chamber Specifications

208V or 230V 1PH 60Hz Standard. Consult factory for alternatives.

460V 3PH 60Hz Standard. Consult factory for alternatives.

208V or 230V 1PH 60Hz Standard. Consult factory for alternatives.

460V 3PH 60Hz Standard. Consult factory for alternatives.

Model Capacity 10 83 2013 30 3 40 13 64 ft3" c Type Single Stage Cascade
Cmnng. 2 HP 3 HP 2 HP 3 HP 2 HP 3 HP 2 HP 3 HP 2 HP 3 HP | 2HP 3HP 2HP 3HP
85°C to -20°C 4°C/min 6°C/min 2.8°C/min 4.2°C/min 2.1°C/min 3.1°C/min 1.8°C/min 2.7°C/min 1.3°C/min 1.9°C/min iecti
Rates" Kot o ten 24,000 38,400 31,600 49,700
Heating -20°C to 85°C 5.8°C/min - 4°C/min - 3.3°C/min - 2.6°C/min - 2.1°C/min -
_32° Airflow R: FM 42 42!
Rates" 32t 6°C/min - 4.2°C/min - 3.5°C/min - 2.8°C/min - 2.2°C/min - irlow Rate (CFM) ° 600 s 600
Tive Load Te Range™" -32°C to 180°C -68°C to 180°C
Watts (Watts) @-18c 1200 1560 1160 1500 1120 1450 630 800 560 720 Ontional Range™ Optional: (S models) -32°C to 200°C, Optional: (C models) -73°C to 200°C,
P s (RS models) -32°C to 200°C (RC models) -73°C to 200°C
— ooty 22 @ 65°C
Temp & Humidity) Models —
" Temperature Control =+ 1.0°C after stabilization
Model Capacity 10 ft3 20 ft3 30 ft* 40 ft3 64 3™ -
Horsepower 2 HP 3 HP 2 HP 3HP 2 HP 3 HP 2 HP 3 HP 2 HP 3HP Heat Capacity 3kW
_ 180°C to 65°C 3.4°C/min 6°C/min 2.2°C/min 4.3°C/min 1.8°C/min 3.5°C/min 1.5°C/min 2.2°C/min 1.2°C/min 1.8°C/min Humidity Control + 5% RH after stabilization
(';1::::5 85°C to -40°C 4.1°C/min 7°C/min 2.8°C/min 5°C/min 2.3°C/min 3.8°C/min 1.9°C/min 2.8°C/min 1.4°C/min 2.1°C/min Humidifier Capacity (RS/RC models only): 1.5kW
Ambient to -68°C 2.3°C/min 3.4°C/min 1.4°C/min 2°C/min 1.1°C/min 1.6°C/min 0.9°C/min 1.2°C/min 0.6°C/min 0.9°C/min Range (RS/RC models only): 20% to 95% in the dry bulb range of 20°C to 85°C as limited by a 5°C
o o C/mi B C/mi B o . B B p— = dewpoint
Hesting -65°C to 180°C 4.4°C/min 3.8°C/min 2.9°C/min 2.4°C/min 1.8°C/min TT1TC64 Single Stage models are rated to -30°C minimum
Rates™ -40°C to 85°C 6°C/min - 4°C/min - 3.3°C/min 2.7°C/min - 2.2°C/min -
-68°C to Ambient 5.1°C/min - 4.2°C/min - 3.5°C/min 2.8°C/min - 2.2°C/min -
@-18°C 1700 2200 1650 2100 1610 2000 1260 1630 1210 1550
Live Load o
Watts (Watts) @-40°C 1400 1820 1330 1700 1260 1630 1150 1450 1060 1350
@-54°C 1100 1430 1010 1300 940 1200 750 1120 630 800
+tEmpty Chamber
T11TC64 Single Stage models are rated to -30°C minimum
Tenney TC Series Temperature / Humidity Test mber Specifications ©
Model TC10S TC10RS TC10C TC10RC TC20S TC20RS TCc20C TC20RC TC30S TC30RS TC30C TC30RC TC40S TC40RS TCA0C TCA0RC TC64S TC64RS TC64C TC64RC 8
N
Cubic Feet (Liters) 10 (283) 20 (566) 30 (850) 40(1132) 64 (1812) g
Work Space Inches 24" x 26" x 28" 30"x32"x 36" 36" x 40" x 36" 40" x 44" x 40" 48" x 48" x 48" ~
(mm) (W x D x H) 609 mm x 660 mm x 711 mm 762 mm x 812 mm x 914 mm 914 mm x 1016 mm x 914 mm 1016 mm x 1117 mm x 1016 mm 1219 mm x 1219 mm x 1219 mm =
Exterior Inches 34" x 65" x 78" 49"x71"78" 55"x79"x 78" 59" x 84.5" x 82" 67.5" x 89" x 90" L
(mm) (Wx D x H) 863 mm x 1651 mm x 1982 mm 1016 mm x 1803 mm x 1982 mm 1397 mm x 2007 mm x 1982 mm 1499 mm x 2146 mm x 2083 mm 1473 mm x 2261 cm x 2286 mm [
(53
Shelves* 6 8 8 9 12 -‘é’
Approx Unit Weight (Ibs.) 1295 1367 1429 1531 1511 1696 1664 1754 1656 1775 1864 2100 1831 1951 2184 2296 2308 2420 2653 2765 =
Condenser Air Cooled or Water Cooled 8
1723
Decibel Level Less than 78 dBa measured 3 feet from the chamber, 5 feet from the floor at right angles |2
Chamber Spacing Requirement 18"/ 458mm on all sides tén
Floor Load Rating 200 Ibs. evenly distributed, no point load E
1100Ibs evenly distributed (Maximum chamber load including shelf and floor load not to exceed 400 Ibs. 3
Q
s [}
Electrical %]
Compressor Type Single Stage Cascade fl)
Horsepower 2 HP 3HP 2HP 3 HP c%
c
=
@

Electrical Supply

C

S Models Only

RS Models Only

S and RS Models

C and RC Models

C and RC Models

Amp Requirements

32A FLA /40 OCP @230V 1PH I 40A FLA / 50A OCP @230V 1PH

20A FLA / 30A OCP @460V 3PH

45A FLA / 60A OCP @230V 1PH

28A FLA / 40A OCP @460V 3PH

Performance is based upon an empty chamber operating at 24°C (75°F) ambient air. On 50Hz or higher than 24°C ambient, performance may be reduced. Consult factory regarding any special cooling requirements.

TPS

Thermal Product Solutions

Tenney Environmental is a brand of Thermal Product Solutions, LLC.
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